
 

ICS  83.040.10 Ref. No. ISO 2453:1991/Cor.1:2003(E)

©   ISO 2003 – All rights reserved 

Published in Switzerland 
 

 

INTERNATIONAL STANDARD ISO 2453:1991 
TECHNICAL CORRIGENDUM 1 

Published 2003-08-15 

INTERNATIONAL ORGANIZATION FOR STANDARDIZATION • МЕЖДУНАРОДНАЯ ОРГАНИЗАЦИЯ ПО СТАНДАРТИЗАЦИИ • ORGANISATION INTERNATIONALE DE NORMALISATION
 

  

Rubber, raw styrene-butadiene, emulsion-polymerized — 
Determination of bound styrene content — Refractive index 
method 

TECHNICAL CORRIGENDUM 1 

Caoutchouc butadiène-styrène brut polymérisé en émulsion — Détermination de la teneur en styrène lié — 
Méthode par l'indice de réfraction 

RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to ISO 2453:1991 was prepared by Technical Committee ISO/TC 45, Rubber and 
rubber products, Subcommittee SC 2, Testing and analyses. 

                               

Page 5, Table 1 

In the third line of the table (refractive index 1,517), column 9, replace 1,14 by 3,14. 

 


