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National foreword

This British Standard is the UK implementation of EN ISO 9360-2:2009. 
It is identical to ISO 9360-2:2001. It supersedes BS EN ISO 9360-2:2002 
which is withdrawn.

The UK participation in its preparation was entrusted to Technical 
Committee CH/121/1, Breathing attachments and anaesthetic machines.
A list of organizations represented on this committee can be obtained on 
request to its secretary.
This publication does not purport to include all the necessary provisions 
of a contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity 
from legal obligations.
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Anaesthetic and respiratory equipment - Heat and moisture
exchangers (HMEs) for humidifying respired gases in humans -

Part 2: HMEs for use with tracheostomized patients having
minimum tidal volumes of 250 ml (ISO 9360-2:2001)

Matériel d'anesthésie et de réanimation respiratoire -
Échangeurs de chaleur et d'humidité (ECH) utilisés pour

humidifier les gaz respirés par les êtres humains - Partie 2:
ECH pour utilisation avec des patients trachéotomisés

ayant des volumes courants d'au moins 250 ml (ISO 9360-
2:2001)

Anästhesie- und Beatmungsgeräte - Wärme- und
Feuchtigkeitsaustauscher zur Anfeuchtung von Atemgasen

beim Menschen - Teil 2: Wärme- und
Feuchtigkeitsaustauscher zur Verwendung bei

tracheostomierten Patienten mit Mindesthubvolumina von
250 ml (ISO 9360-2:2001)
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