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SS - S -  200E 
AMENDMENT-2 
J u l y  16 .  1993 
SUPERSEDING 
Amendment-1 
August 23, 1988 

FEDERAL S P E C I F I C A T I O N  

SEALANTS, J O I N T ,  TWO-COMPONENT, JET-BLAST-RESISTANT, 
COLD-APPLIED, FOR PORTLAND CEMENT CONCRETE PAVEMENT 

This  amendment, which forms a p a r t  of SS-S-200E, da ted  
August 1 5 ,  1984, i s  approved by the  Commissioner, Federa l  Supply 
Se rv ice ,  General Serv ices  Adminis t ra t ion ,  f o r  the  use  of  a l l  
Federa l  agencies .  

Pape 3 

Paragraph 2 . 2  

DELETE: C220 - F l a t  Asbestos-Cement Sheets  

Parre 11 0 
Paragraph 4 . 4 . 1 0 . 2 a  

DELETE: Panel specimens of the  dimensions descr ibed  i n  4 . 4 . 4 ,  b u t  wi th  
4 . 8  mil l ime te r  (0 .19- inch)  asbestos-cement composition base p l a t e s  
conforming t o  ASTM C220, Type U ( s e e  3 . 2 . 3 ) .  

ADD : Panel specimens as descr ibed  i n  4 . 4 . 4 ,  and primed when r equ i r ed  
( see  3 . 2 . 3 ) .  
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Paragraph 3 .3 .2d ,  second l i n e  

DELETE: less than  3 hours  a f t e r  mixing, 

ADD : less than  1 hour a f t e r  mixing, 
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DISTRIBUTION STATEMENT A .  Approved f o r  pub l i c  r e l e a s e ;  d i s t r i b u t i o n  i s  
un l imi t ed .  
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